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NEW FIBER TRANSMISSION SYSTEM CA-HF550&CU-HD550
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Introduction

HITACHI provides new economical native 1080p fiber transmission system, CA-HF550 and CU-HD550 based on CA-
HF1300 and CU-HD1300 for the trend that 1080p is becoming acting standard format for HD production today .

 New CU-HD550 and CA-HF550 are compatible with Hitachi 1080p and 1080i*1 Z and SK-series HDTV cameras.

 Lower-cost entry point to native 1080p production for customers who don’t require the advanced expansion 
options and extra I/O connections of the flagship CU-HD1300 CCU series.  

 4K output with 12G-SDI will be available 
as optional model CU-HD550-S1 by combining with 1080p camera head.
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CA-HF550 FIBER CAMERA ADAPTOR
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Multi format HDTV, 1080p/1080i/720p Fiber camera adaptor 

HD-SDI/RET1, HD-SDI/RET2
1080p/1080i/720p, RET or PROMPT that 

outputs RET IN2 in CU-HD550 or RET B in CU-
HD550-S1.  

Adjustable bright of TALLY LED 
Adjusts TALLY LED light in MENU. 

Assignable INCOM to Headset ears
Intercom volumes for PROD, ENG, and 

PGM1/2 lines can be changed 
independently, and also assigned to left 

and right ear of a headset flexibly.
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RET1 button
Switches only RET1 IN1 signal in CCU.

RET2 Button
Switches RET CH signal selected by RET Selection SW. 

Script & 
Prompter Power 

connectors
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CU-HD550 FIBER CAMERA CONTROL UNIT

2

CAM POWER LED

GL STATUS LED

OPTICAL SYSTEM STATUS LED CABLE CHECK LED
SHORT/OPEN/OK

CABLE CONDITION LED
Receiver optical level indicators of 

Camera Head & CCU 

R/G TALLY LED

Front Panel Design

CCU POWER BUTTON & LED CALL BUTTON

Features
 Flexible acceptability to versatile multi format, 1080p*9/1080i/720p and SD
 Built in, high-performance down converters for video outputs and scan-converters for return video inputs 

(1080p/1080PsF/1080i/720p and SD)
SD DTL and SD MASKING can be adjusted for the SDTV video outputs without affecting the HDTV video signal 
outputs.

 Simultaneous HDR and SDR outputs

*9: Format is applied only when combining 
with 1080p camera head. 
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CU-HD550 FIBER CAMERA CONTROL UNIT
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REMOTE2
RJ45 for IP network Control

GL IN
(Tri-Sync or BBS)

HD/SD1 OUT, HD/SD2 OUT
Selects from 1080p*10, 1080PsF*10 1080i, 720p 

and SD

WFM/MON OUT
Selects from 1080p*9, 1080PsF*9, 1080i, 

720p and SD.

RET IN1
For VF and MON/RET output of camera head

RET IN2
For VF and MON/RET/PROMPT output of camera head
Selects both inputs from 1080p, 1080PsF, 1080i, 720p 

and SD.

REMOTE1 MIC OUT1, MIC OUT2

COMMUNICATION
INTERCOM, PGM, TALLY IN

* Selectable Voltage/Contact in CCU menu

AC IN
100VAC to 240VAC

Auto sensing

SMPTE311 Optical Connector
Hybrid cable length is up to 4Km 

excluding utility power.
Provide SM Fiber Cable operation up to 

10Km
(Switchable Hybrid/SM Fiber in CCU 

menu

Rear Panel Design

*10: Formats is applied only 
when combining with 1080p 

camera head. 

CU-HD5500 Standard Model 
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CU-HD550-S1 FIBER CAMERA CONTROL UNIT WITH 12G-SDI OUT 
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CU-HD550-S1 Optional model with 12G-SDI  up-converted 4K signal out  for combining 
with 1080p camera head

REMOTE2
RJ45 for IP network Control

GL IN
(Tri-Sync or BBS)

HD/SD1 OUT, HD/SD2 OUT
Selects from 1080p, 1080PsF, 

1080i, 720p, 24PsF and SD.

HD/SD3 OUT (WFM/MON)
Selects from 1080p, 1080PsF, 

1080i, 720p and SD.

RET A IN (1/2/3/4)
For VF and MON/RET 

output and HD-SDI/RET 
outputs of camera head

Selects from 1080p, 
1080PsF, 1080i, 720p 

and SD.

REMOTE1

MIC OUT1, MIC OUT2

SMPTE311 Optical Connector
Provide SM Fiber Cable operation

(Switchable Hybrid/SM Fiber in CCU menu)

COMMUNICATION
INTERCOM, PGM, TALLY IN

* Selectable 4W/2W and Voltage/Contact in CCU menu

AC IN
100VAC to 240VAC

Auto sensing

12G-SDI OUT (1/2)
Output 4K 12G-SDI 

RET B IN (1/2)
For HD-SDI/RET outputs of 

camera head
Selects from 1080p, 

1080PsF, 1080i, 720p and 
SD.

Rear Panel Design


